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 24" 

.050 SPUN BRASS CANOPY

DECORATIVE STEM BREAK

SPUN BRASS BOBESCHE

(2) LED MODULES + DRIVER
FOR UPLIGHT

SPUN BRASS FOUNT

3/4IP x .1W SOLID 
BRASS TUBING

FRONT ELEVATION
SCALE 1:12

(1) LED MODULES WITHIN 
8" WHITE GLASS GLOBE

 8" 

 9 1/8" 

REFLECTED VIEW
SCALE 1:12

PERSPECTIVE VIEW
N.T.S.

MINNESOTA STATE CAPITOL
CP2

10.30.14

FIXTURES NOTES:
- FINISH: SATIN BRASS
- LENS: WHITE OPAL GLASS GLOBE
- LAMPING: (3) LED MODULES

- 1000+ LUMENS PER MODULE
- 3000+ TOTAL LUMENS
- 90 CRI
- 2700K
- 35W

5 9 2  P a r a d i s e  l a n e
F l o y d ,  V A   2 4 0 9 1
P H :  ( 5 4 0 )  7 4 5 - 3 9 0 0
F a x :  ( 5 4 0 )  7 4 5 - 3 9 1 1

Concept sketch only
Not for CONSTRUCTION Purposes
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 10 7/8" 

 24" 

.050 SPUN BRASS CANOPY

DECORATIVE STEM BREAK

SPUN BRASS BOBESCHE

(4) LED MODULES
FOR UPLIGHT

SPUN BRASS FOUNT

SPUN BRASS HUB
- 2 PIECE WITH BANDING

3/4IP x .1W SOLID 
BRASS TUBING

FRONT ELEVATION
SCALE 1:12

SPUN BRASS NECKS

(1) LED MODULES 
FOR PER UPLIGHT IN 
SPUN BRASS BOBESCHE

SPUN BRASS FITTERS

(1) LED MODULES PER 
WHITE GLASS GLOBE

1/8" THICK WHITE 
OPAL GLASS GLOBE

 8" 

 10" 

REFLECTED VIEW
SCALE 1:12

PERSPECTIVE VIEW
N.T.S.

MINNESOTA STATE CAPITOL
CP4

09.10.14

FIXTURES NOTES:
- FINISH: SATIN BRASS
- LENS: WHITE OPAL GLASS GLOBE
- LAMPING: (12) LED MODULES

- 1000+ LUMENS PER MODULE
- 12000+ TOTAL LUMENS
- 90 CRI
- 2700K
- 142W

5 9 2  P a r a d i s e  l a n e
F l o y d ,  V A   2 4 0 9 1
P H :  ( 5 4 0 )  7 4 5 - 3 9 0 0
F a x :  ( 5 4 0 )  7 4 5 - 3 9 1 1

Concept sketch only
Not for CONSTRUCTION Purposes
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 8" 

 18" 

FRONT ELEVATION
SCALE 1:8

.040 SPUN BRASS CANOPY

SET COLLAR

3/8IP x .08W SOLID
ALUMINUM TUBING

SPUN ALUMINUM
TRIM RING

SPUN ALUMINUM
TRIM RING

1/8" THICK 
ALUMINUM STAVES

1/8" THICK ACRYLIC LENS
- FF 7328 WHITE

1/8" THICK SLUMPED
ACRYLIC DISH
- FF 7328 WHITE

 24" 

REFLECTED VIEW
SCALE 1:8

PERSPECTIVE VIEW
N.T.S.

MINNESOTA STATE CAPITOL
CP5

09.23.14

FIXTURE NOTES:
- FINISH: PAINTED BLACK
- LENS: WHITE ACRYLIC
- UL/CSA DRY LOCATION
- LAMPING: (6) LED MODULES

- 900+ LUMENS PER MODULE
- 5400+ TOTAL LUMENS
- 85 CRI
- 2700K
- 64W

- UPLIGHT LAMPING: (4) LED MODULES
- 900+ LUMENS PER MODULE
- 3600+ TOTAL LUMENS
- 85 CRI
- 2700K
- 42W

5 9 2  P a r a d i s e  l a n e
F l o y d ,  V A   2 4 0 9 1
P H :  ( 5 4 0 )  7 4 5 - 3 9 0 0
F a x :  ( 5 4 0 )  7 4 5 - 3 9 1 1

Concept sketch only
Not for CONSTRUCTION Purposes
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 10 7/8" 

 24" 

.050 SPUN BRASS CANOPY

DECORATIVE STEM BREAK

SPUN BRASS BOBESCHE

(4) LED MODULES
FOR UPLIGHT

SPUN BRASS FOUNT

SPUN BRASS HUB
- 2 PIECE WITH BANDING

3/4IP x .1W SOLID 
BRASS TUBING

FRONT ELEVATION
SCALE 1:12

SPUN BRASS NECKS

(1) LED MODULES 
FOR PER UPLIGHT IN 
SPUN BRASS BOBESCHE

SPUN BRASS FITTERS

(1) LED MODULES PER 
WHITE GLASS GLOBE

1/8" THICK WHITE 
OPAL GLASS GLOBE

 8" 
 10" 

REFLECTED VIEW
SCALE 1:12

PERSPECTIVE VIEW
N.T.S.

MINNESOTA STATE CAPITOL
CP6

09.10.14

FIXTURES NOTES:
- FINISH: SATIN BRASS
- LENS: WHITE OPAL GLASS GLOBE
- LAMPING: (16) LED MODULES

- 1000+ LUMENS PER MODULE
- 16000+ TOTAL LUMENS
- 90 CRI
- 2700K
- 188W

5 9 2  P a r a d i s e  l a n e
F l o y d ,  V A   2 4 0 9 1
P H :  ( 5 4 0 )  7 4 5 - 3 9 0 0
F a x :  ( 5 4 0 )  7 4 5 - 3 9 1 1

Concept sketch only
Not for CONSTRUCTION Purposes
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Luminaire Type:
Catalog Number
(autopopulated):

GOTHAM ARCHITECTURAL DOWNLIGHTING  |  1400 Lester Road Conyers GA 30012  |  P 800.315.4982  |  gothamlighting.com

© 2010-2013 Acuity Brands Lighting, Inc. All Rights Reserved. Rev. 10/09/13. Specifications subject to change without notice.PAGE 1 OF 3

EVO-6-OPEN

Gotham Architectural Downlighting
LED Downlights

6” Evo®

Open Reflector

Solid-State Lighting

FEATU
RES

ORDERIN
G IN

FORM
ATION

N
OTES

OPTICAL SYSTEM
• Self-flanged semi-specular, matte-diffuse or specular lower reflector
• Patented Bounding Ray™ optical design (U.S. Patent No. 5,800,050) 
• 45° cutoff to source and source image
• Top-down flash characteristic
MECHANICAL SYSTEM
• 16-gauge galvanized steel construction; maximum 1-1/2” ceiling thickness
• Telescopic mounting bars maximum of 32” and minimum of 15”, preinstalled, 

4” vertical adjustment
• Toolless adjustments post installation
• Junction box capacity: 8 (4 in, 4 out ) 12AWG rated for 90°C
• Light engine and driver accessible through aperture

ELECTRICAL SYSTEM
• Fully serviceable and upgradeable lensed LED light engine 
• 70% lumen maintenance at 60,000 hours based on IESNA LM-79-2008
• 120-277VAC, 50/60hz power supply with 0-10V dimming (10-100%); rated for 

50,000-hour life
• Overload and short circuit protected
• LEDs tested under LM80
LISTINGS
• Fixtures are CSA certified to meet US and Canadian standards; wet location, 

covered ceiling
WARRANTY
• 5-year limited warranty. Complete warranty terms located at: 

www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

ORDERING NOTES

1. Not available with finishes.
2. Refer to TECH-240 for compatible dimmers.
3. Not available with NEPP option.
4. 120V only.
5. One 5A relay with one 0-10 VDC dimming output, shipped installed. Refer to nSP5-D.

6. Not available with white reflector.
7. For dimensional changes, refer to TECH-140. Not available with 

CP option.
8. Must specify 120 or 277V.
9. Not available with EL or ELR options.

EXAMPLE: EVO 35/10 6AR 120

Series Color temperature Nominal lumen values Aperture/Trim color Distribution Finish Voltage

EVO 27/ 2700 K
30/ 3000 K
35/ 3500 K
41/ 4100 K

10 1000 lumens
14 1400 lumens
18 1800 lumens
22 2200 lumens

6AR Clear
6PR Pewter
6WTR Wheat
6GR Gold
6WR1 White

(blank) 1.0 s/mh
VND Very narrow (0.5 s/mh)
ND Narrow (0.6 s/mh)
MD Medium (0.8 s/mh)
WD Wide (1.2 s/mh)

(blank) Semi-specular 
LD Matte diffuse
LS Specular

MVOLT
120
277
347

Driver Options

(blank)2 0-10V dimming driver. Minimum dimming level 10%
ECOS23,4 Lutron® Hi-Lume® 2-wire forward-phase dimming 

driver. Minimum dimming level 1%
ECOS32,3 Lutron® Hi-Lume® 3-wire or EcoSystem® dimming 

driver. Minimum dimming level 1%

SF Single fuse
RRL RELOC®-ready luminaire. Provides compatibility with 

Lithonia RELOC system. Access above ceiling required.
NEPP Interface for Sensor Switch® nLight® network with 

integral power supply. Refer to TN-623-01.
NSD5 Sensor Switch® nLight® dimming relay
TRW6 White painted flange

TRBL Black painted flange
EL7,8 Emergency battery pack with integral 

test switch
ELR7,8 Emergency battery pack with remote 

test switch
CP9 Chicago plenum
BGTD Bodine generator transfer device

ACCESSORIES order as separate catalog numbers (shipped separately)

SCA6 Sloped ceiling adapter. Degree of slope must be specified (10D, 15D, 20D, 25D, 30D). Ex: SCA6 10D. Refer to TECH-190.
CTA4-8 YK Ceiling thickness adapter (extends mounting frame to accommodate ceiling thickness up to 2”).
GVRT Vandal-resistant trim accessory. Refer to TECH-200.
ISD BC 0-10V wallbox dimmer. Refer to ISD-BC.
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EVO-6-OPEN

DIM
EN

SION
AL DATA  

ELECTRICAL

6” EVO
Open Reflector
Solid-State Lighting

PH
OTOM

ETRY

All dimensions are inches (centimeters) unless otherwise noted.

Aperture: 6-1/4 (15.9)
Ceiling Opening: 7-1/8 (18.1)
Overlap Trim: 7-1/2 (19.1)

7 9
16  [19.1]

15 7
8  [40.3]

15 1
16  [38.3]

WATTAGE CONSUMPTION MATRIX

LUMENS WATTAGE LUMENS per WATT

2200 32 67

1800 28 66

1400 25 63

1000 18 61
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  80+   80+ 
 Color Rendering Index    CRI  CRI              
 Lumens per Watt 52      47                
 Source Lumens 900    1200             
 Delivered Lumens  650     825             
 Color Consistency                                2-Step MacAdam Ellipse 

DELIVERED PERFORMANCE

1126 River Road
New Windsor, NY 12553

www.usailighting.com
info@usailighting.com

© 2014. USAI, LLC.
All rights reserved. 
All designs protected by copyright.

T 845–565–8500
F 845–561–1130

HOW TO SPECIFY

PROJECT INFORMATION

PROJECT                                                        

                                                                         

DATE                                                                                           

TYPE                                                                                                        

LRTD3
 

 9012 12W LED,
  650 lumens 
 9018 18W LED,
  825 lumens 
 
 

 WGD1  NC New Construction
 CP Chicago Plenum 4

 IC Insulation-Contact  
  Rated / Airtight 4

4 Not available with EM

HOUSING ORDERING INFORMATION

 2722KS 
2700K-2200K, 80+ CRI
 3022KS 
3000K-2200K, 80+ CRI

2 Step MacAdam ellipse 
is standard for all

25  25° beam
35  35° beam
50  50° beam

  120V
  277V

 DIML3 Lutron Hi-Lume 1%
  2-wire, 120V only
 DIML4 Lutron Hi-Lume 1%
  3-wire/ECO
 DIML6A ELDO 0-10V, 0.1%, 
  logarithmic
 DIML6B ELDO 0-10V, 0.1%, 
  linear
 DIML7 ELDO DALI, 0.1% 

*0-10V 15% dimming driver DIML2 
provided as standard

 CB27 27" C-Channel Bars
 CB52 52" C-Channel Bars
 EML Emergency battery 5

 EMLW Emergency battery, 
  wet location 5

5 EM requires  above ceiling 
access. For use with NC 
housings only.

Ordering Example: Specify trim code and housing code to order: Example : 2023W - B1 - 10 - LRTD3 - 9012 - WGD1 - 2722KS - 25 - NC - 277V - CB27

HOUSING CODE

– – 
COLOR

– 
REFLECTOR

LRTD3

WATTAGE

– 
ENGINE CODE

WGD1 – 
HOUSING TYPE

– 
VOLTAGE

– 

OPTIONAL 
DIMMING DRIVER*

– 
ACCESSORIES

      12 Watts             18 Watts 

Performance based on 2700K 

 BeveLEDmini
 DOWNLIGHT

Bevel  Finish
Color area

(B1)

2023DOWNLIGHT

2023
Round

 Downlight
1" Regress

 B1 1" Regress Bevel,
  Die Cast
 

 10 White
 13 Statuary Bronze
 21 Black
 28 Metalized Grey
 RAL Custom Color
  (specify RAL #)

TRIM

– 
BEVEL STYLE

– 
FLANGE FINISH

         2023     ______

OPTION

W Wet  location 1 
EML Emergency 2

EMLW Emergency and
 wet location 1, 2

1 Wet location, use with B1 
trims only.
2 Use with NC housing only. 

         B1  

 F Frosted
 

3 Solite lens
is provided
standard  

LENS 3

– 

BeveLEDBeveLED
®

minimini 

*

WARM GLOW®

DIMMING

Covered By US Patent 8,456,109 and 8,581,520

BeveLEDmini Warm Glow Dimming Curve vs. 
Actual Incandescent Dimming Curve

Warm Glow Dimming 2700K LED 100W A19 Lamp

2800 2700 2600 2500 2400 2300 2200
Correlated Color Temperature (CCT)

100%
90%

80%
70%

60%
50%
40%
30%
20%
10%

0%

LI
G

H
T 

O
U

TP
U

T

29003000

Warm Glow Dimming 3000K LED

USAI
®

 
Lighting

3"Ø

11⁄2"Ø

1" Regress

4"Ø

1" REGRESS

BeveLED mini Warm Glow Dimming Recessed Downlight -  Gradually transitions from 2700K or 3000K down to 2200K, creating 
intimacy while enhancing the mood and feeling of space.
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THERMAL MANAGEMENT: Proprietary high performance 
aluminum die cast heatsink for maximum LED life. Ambient 
temperatures at fi xture location should not exceed 40°C 
during normal operation.

FIELD REPLACEABLE DRIVER: 0-10V, 100%-15% dimming 
driver, with a high power factor provided standard. Specify 
120V or 277V. Driver complies with IEEE C62.41 surge 
protection.

DIMMING OPTIONS: Multiple dimming drivers available. 
See compatibility chart attached. Note: DIML6A logarithmic 
control is intended for use with Lutron control systems; 
DIML6B linear control is intended for use with non-Lutron 
controls. 

EMERGENCY: Emergency lighting battery pack with 
remote test switch requires above ceiling access for 
service. Bodine 17C provides 200mA for 90 minutes. EMLW 
wet location option is available with B1 trim only and 
requires remote test switch. EM option is available with NC 
housings only.

MOUNTING: Butterfl y brackets and adjustable nailer bars 
with integral nails provided. Nailer bars are extendible from 
14" to 24" centers.

2023

TRIM: 3" round aperture with a 1" regressed bevel with 1/2” 
fl ange, retained by two mounting clips. Die cast aluminum 
bevel is self fl anged and is available in white, statuary 
bronze, black, and metalized grey fi nishes. Custom color 
fl anges available (provide RAL#). 

TRIM LENS: Trim is shipped with integral solite lens. Frosted 
lens available as an option. 

REFLECTOR: Interchangeable precision aluminum refl ector 
optimized for 25°, 35° or 50° beam distribution.

FIELD REPLACEABLE LIGHT ENGINE: Available in 2 lumen 
packages: 12W (650 delivered lumens), 18W (825 delivered 
lumens). Engine is fi eld replaceable through the aperture. 

COLOR: BeveLED mini is available in 2 color temperatures 
with Warm Glow dimming (2700K and 3000K). Both color 
temperatures will dim down from initial CCT at 100% output 
to 2200K at minimum output. All color options are tightly 
binned for fi xture-to-fi xture color consistency within a 
2-Step MacAdam Ellipse. 80+ color rendering index provided 
standard. 

RATED LIFE: Based on IESNA LM80-2008 50,000 hours at 
70% lumen maintenance (L70).

HOUSING INFORMATION

1126 River Road
New Windsor, NY 12553

www.usailighting.com
info@usailighting.com

© 2014. USAI, LLC.
All rights reserved. 
All designs protected by copyright.

T 845–565–8500
F 845–561–1130

HOUSING: Fabricated of 20 ga. galvanized steel 
with thru wire J-box, 4 in 4 out at min. 90°C, #12 
AWG thru branch circuit wiring. 

MAXIMUM CEILING THICKNESS: As per drawings 
above. 

CEILING CUT OUT: 3-1/2” Ø 

LISTINGS: Dry/Damp. Wet location option available. 
NRTL/CSA-US tested to UL standards. IBEW union 
made. 

WARRANTY: 5 years 

NOTES:
• Not for use in corrosive environment.
• Use of pressure washer voids warranty.

PHOTOMETRICS: Consult factory or website for IES 
fi les. Tested in accordance with IESNA LM79-2008.

*

TRIM INFORMATION

DOWNLIGHT

SPECIFICATIONS

BeveLEDBeveLED
®

minimini WARM GLOW®

DIMMING
Covered By US Patents: 8,581,520 and 8,456,109

USAI
®

 
Lighting

Flange Finish
Color area

(10, 13, 21, 28, RAL)

Bevel  Finish
Color area

(B1)

1" Regress

3"Ø

11⁄2"Ø

4"Ø

123/4"

131/4" (Plan View)

51/2"

1"

New Construction 
Universal Style Housing - NC

63/8"

163/8"

12"

71/2"

1"

151/2"

175/8" (Plan View)

81/2"

IC / Airtight - IC 
Chicago Plenum - CP

EM Housing

153/8" (Plan View)

51/2”

163/8"

1”
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1126 River Road
New Windsor, NY 12553USAI® www.usailighting.com

info@usailighting.com
© 2012. USAI, LLC.
All rights reserved. 
All designs protected by copyright.
Revised 08/11/2014

T 845–565–8500
F 845–561–1130

*

BeveLEDBeveLED
®

2.02.0 

HOW TO SPECIFY

BeveLED 2.0 Recessed Downlight -  It’s a Downlight, Adjustable and Wall Wash -  all in one housing - interchangeable anytime. The 
BeveLED 2.0 provides maximum delivered lumens and optical performance through the optimization of  thermal, optical and LED science in the 
smallest possible aperture. 

PROJECT INFORMATION

PROJECT                                                        

                                                                         

DATE                                                                                           

TYPE                                                                                                        

 B1 1" Regress Bevel,
  Die Cast
 AB1 1" Regress Bevel,
  Black
 AC1 1" Regress Bevel,
  Clear Matte
 AB2 2-1/2" Regress Bevel,
  Black 3

 AC2 2-1/2" Regress Bevel,
  Clear Matte 3

3 Not for use with NCSM or FT 
housing.

 F Frosted
 

4 Solite lens
is provided
standard  

 01 Clear Matte 
  (w/ AC Bevel)
 02 Black Anodized
  (W/ AB Bevel)
 10 White
 13 Statuary Bronze
 21 Black
 28 Metalized Grey
 RAL Custom Color
  (specify RAL #)

TRIM ORDERING INFORMATION

LRTD4  9012 12W LED,
  925 lumens 
 9016 16W LED,
  1250 lumens 
 9024 24W LED,
  1750 lumens 
 9033 33W LED,
  2175 lumens 

 C2  NC New Construction
 FT Flat Housing 5
  New Construction
 NCSM Narrow Width 6

 CP Chicago Plenum 5

 IC Insulation-Contact  
  Rated / Airtight 5

5 FT, IC and 33W CP not 
available with EM.

HOUSING ORDERING INFORMATION

 27KS 2700K, 80+ CRI
 30KS 3000K, 80+ CRI
 35KS 3500K, 80+ CRI
 40KS 4000K, 80+ CRI
 27KH 2700K, 90+ CRI
 30KH 3000K, 90+ CRI

2 Step MacAdam ellipse 
is standard for all

 30  30° beam
 50  50° beam
 80  80° beam 6

  120V
  277V

 DIML2 0-10V dim, 15%
 DIML3 Lutron Hi-Lume 1%
  2-wire, 120V only
 DIML4 Lutron Hi-Lume 1%
  3-wire/ECO
 DIML6A ELDO 0-10V 0.1%, 
  logarithmic 7

 DIML6B ELDO 0-10V 0.1%, 
  linear 7

 DIML7 ELDO DALI 0.1% 7

 DIML8 ELDO DMX 0.1% 7, 8 
 DIML9 TRIAC 15%
  2-wire, 120V only 7

 DIML10 ELV 15% 7 
  2-wire, 120V only
7 Note: N/A with 33W
8 Note: N/A with NCSM

 CB27 27" C-Channel Bars
 CB52 52" C-Channel Bars
 EML Emergency battery 9

 EMLW Emergency battery, 
  wet location 9

 TZ TechZone ceiling 
  compatible 10

9 NCSM housings require  above 
ceiling access. Not for use with 
IC, FT or 33W CP housings.
10 With NCSM housing only

Ordering Example: Specify trim code and housing code to order: Example : 3021W - B1- F - 10 - LRTD4 - 9012 - C2 - 27KS - 30 - NC - 277V - DIML2 - CB27

– 
BEVEL STYLE

– 
LENS 4

– 
FLANGE FINISH

– – 
COLOR

– 
REFLECTOR

LRTD4

WATTAGE

– 
ENGINE CODE

C2 – 
HOUSING TYPE

– 
VOLTAGE

– – 
ACCESSORIES

3021

1" Regress 2-1/2" Regress

DOWNLIGHT

1" Regress

2-1/2" Regress

Flange Finish
Color area

Bevel  Finish
Color area

        

41⁄2" Ø

31⁄2" Ø

1" Regress

51⁄2" Ø

41⁄2" Ø

21⁄2" Ø

21⁄2" Regress

51⁄2" Ø

DELIVERED PERFORMANCE

Performance based on 3000K 

   90+   90+    90+    90+ 
  80+ HIGH 80+ HIGH  80+ HIGH 80+ HIGH
 Color Rendering Index    CRI CRI CRI CRI CRI CRI CRI CRI   
 Lumens per Watt 77 67 78 66      73 60 66 55    
 Source Lumens 1150 1000 1575 1300   2175 1800    2725 2275   
Delivered Lumens  925 800 1250 1050    1750 1450   2175 1825  
 Color Consistency             2-Step MacAdam Ellipse                                     

   12 Watts      16 Watts       24 Watts       33 Watts BeveLED 2.0
 DOWNLIGHT

    90+   90+     
  80+ HIGH 80+ HIGH  80+      80+ 
 Color Rendering Index    CRI CRI CRI CRI CRI     CRI     
 R9 Value 21 59 21 59      21     21      
 Multiplier for 
 Lumen Output 0.91 0.78 1.00 .83   1.00     1.09       

     2700K            3000K       3500K   4000KCCT MULTIPLIER

3021
Round

Downlight
1" or 2-1/2" 

Regress

TRIM

         3021     ______

OPTION

W Wet  location 1 
EML Emergency 2

EMLW Emergency and
 wet location 1, 2

TZ TechZone
 (NCSM only)

1 Wet location, use with B1 
trims only.
2 not for use with NCSM or 
FT housing.

HOUSING CODE
OPTIONAL 

DIMMING DRIVER

6 If EM option is selected with NCSM or 80° 
optic, remote EM and test switch are provided
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RATED LIFE: Based on IESNA LM80-2008 50,000 hours at 
70% lumen maintenance (L70).

THERMAL MANAGEMENT: Proprietary high performance 
aluminum die cast heatsink for maximum LED life. Ambient 
temperatures at fi xture location should not exceed 40°C 
during normal operation.

FIELD REPLACEABLE DRIVER: Solid state electronic 
constant current driver with a high power factor provided 
standard. Specify 120V or 277V. Driver complies with IEEE 
C62.41 surge protection.

DIMMING OPTIONS: Multiple dimming drivers available. 
See compatibility chart attached. Note: DIML6A logarithmic 
control is intended for use with Lutron control systems; 
DIML6B linear control is intended for use with non-Lutron 
controls. DIML2 and DIML6 dimming drivers source 2mA.
EMERGENCY: Emergency lighting battery pack with 
integral test switch is serviceable through aperture for 
NC and CP housings. NCSM housings and 80° optics are 
provided with remote test switch and requires above 
ceiling access for service. Bodine BSL26C provides 200mA 
for 90 minutes; delivers ~275-300 lumens. EMLW wet 
location option is available with B1 trim only and requires 
remote test switch. EM option is not available with IC, FT or 
33W CP housings.

3021

TRIM: 4-1/2" round aperture with a 1" regressed bevel 
and 1/2" fl ange, retained by two mounting clips. Die cast 
aluminum bevel is self-fl anged and is available in white, 
statuary bronze, black, and metalized grey fi nishes. Also 
available in black or clear matte bevel, with self fi nish or 
painted fl ange. 2-1/2" regress available for maximum glare 
control. Custom color fl anges available (provide RAL#). 

TRIM LENS: Trim is shipped with integral solite lens 
standard; frosted lens available as an option. 

REFLECTOR: Interchangeable precision injection molded 
specular polycarbonate refl ector optimized for 30°, 50° or 
80° beam distribution.

FIELD REPLACEABLE LIGHT ENGINE: Available in 4 lumen 
packages: 12W (925 delivered lumens), 16W (1250 lm), 24W 
(1750 lm), and 33W (2175 lm). Engine is fi eld replaceable 
through the aperture without tools. 

COLOR: BeveLED is available in 4 color temperatures (2700K, 
3000K, 3500K, 4000K). All color options are tightly binned 
for fi xture-to-fi xture color consistency within a 2-Step 
MacAdam Ellipse. 80+ color rendering index provided 
standard. 90+ CRI available for 2700K and 3000K CCTs. 

HOUSING INFORMATION

1126 River Road
New Windsor, NY 12553USAI® www.usailighting.com

info@usailighting.com
© 2012. USAI, LLC.
All rights reserved. 
All designs protected by copyright.
Revised 08/11/2014

T 845–565–8500
F 845–561–1130

MOUNTING: Butterfl y brackets and adjustable 
nailer bars with integral nails provided. Nailer bars 
are extendible from 14" to 24" centers. 

HOUSING: Fabricated of 20 ga. galvanized steel 
with thru wire J-box, 4 in 4 out at min. 90°C, #12 
AWG thru branch circuit wiring. NCSM with TZ 
option is compatible with TechZone ceiling systems.

MAXIMUM CEILING THICKNESS: As per drawings 
above. 

CEILING CUT OUT: 5-1/16"Ø

LISTINGS: Dry/Damp. Wet location option available 
with B1 trim only. NRTL/CSA-US tested to UL 
standards. IBEW union made. Energy Star Qualifi ed.

WARRANTY: 5 years 

NOTES:
• Not for use in corrosive environment.
• Use of pressure washer voids warranty.

PHOTOMETRICS: Consult factory or website for IES 
fi les. Tested in accordance with IESNA LM79-2008.

*

TRIM INFORMATION

BeveLEDBeveLED
®

2.02.0 
DOWNLIGHT

When 2-1/2" regress 
trims are used 
with EM options, 
remote test switch is 
provided.

New Construction 
Universal Style Housing - NC

New Construction - Narrow Width

53/4"43/4"

1 - 23/16"

22(Plan View)

19" (Plan View)

83/8"

Chicago Plenum (12W, 16W & 24W) - CP 
IC / Airtight (12W, 16W & 24W) - IC

13"

221/8" (Plan View)

7"

185/8" (Plan View)

85/8"

11/8"

Chicago Plenum (33W) - CP 
IC / Airtight (33W) - IC

Shown
with
EM option 81/4"

22(Plan View)

19" (Plan View)

83/8"

13"

7"

11/8"

221/8" (Plan View)

7"

185/8" (Plan View)

13"

77/16"

11/8"

221/8" (Plan View)

7"

185/8" (Plan View)

2-1/2" Regress1" Regress 1" Regress - TechZone Compatible

41⁄2" Ø

21⁄2" Ø

51⁄2" Ø

21⁄2" Regress

41⁄2" Ø

31⁄2" Ø

51⁄2" Ø

Flange Finish
Color area

Bevel  Finish
Color area

41⁄2" Ø

31⁄2" Ø

1" Regress

513⁄16" Ø

SPECIFICATIONS

EML trim (For use with 
NC and CP housings) 
has a hole in lens for test 
switch.

EMLW trim (For use with 
NC and CP housings) 
does not have a hole. Test 
switch is remote. 

EM options with NCSM  
housings or 80° optic 
do not require a special 
EM trim.

EM options are not 
available with IC, FT or 
32W CP housings.

81/4”

New Construction 
Flat Housing - FT
For Downlight Only

71/4”

19" (Plan View)

16" (Plan View)

23/4”

11/4"
4”
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Project:

Type:

Notes: 

PROJECT INFORMATION

DIMENSIONS -SECTION VIEWS

Driver, Battery Pack and Integrated Control Details  and Custom Description:

5LE
D 

BOARD & DRIVER

LUMINAIRE
WARRANTY

YEAR

3 7/8” 

3” 

3 11/16” 

2 13/16” 

Round Wedge

PRODUCT SPECIFICATIONS

ORDERING CODE

1 PRODUCT ID 2 VERSION 3 NOM.LUMENS/FT 4 COLOUR TEMP. 5 SHIELDING 6 LENGTH/FT 7 FINISH
PRWLED round wall led B2 B2 (factory preset) 500 500 lm/ft 35 3500 k S satin lens 2 2’ AP aluminum paint

PWWLED wedge wall led 600 600 lm/ft 30 3000 k(1) 4 4’ W white
800 800 lm/ft 40 4000 k(1) 6 6’ C custom

8 8’
12 12’
S# System Run

(1) 8 week lead time for 3000k 
and 4000k

8 VOLTAGE 9 DRIVER 10 CIRCUITS 11 BATTERY 12 OTHER 13 IC CONTROLS
120 120V D dimming(2) 1 1 circuit B# battery pack 4’ sections F fuse DS# daylight sensor
277 277V LT lutron 2 2 circuits OS# occupancy sensor

UNV universal RD redwood(3) +E# emergency section
+NL# night light section

+GTD# generator transfer device
(2) Standard with LED
(3) Please consult factory

Please consult factory See integrated controls guide for further details

14 CUSTOM
C custom

Please specify

1 2 3 4 5 6 7 8 9 10 11 12 13 14

PERFORMANCE PER LINEAR FOOT AT 3500K

NOMINAL LUMEN OUTPUT INPUT WATTS* EFFICACY

600 lm/ft 6.40w/ft 94 lm/w

Please consult factory for custom lumen output and wattage.

Page 17A

ACDUSTINH
Text Box
LIGHT JL8

ACDUSTINH
Text Box
LIGHT JL8



WALL MOUNT
1 . 8 0 0 . 2 6 3 . A X I S
[T] 514.948.6272
[F] 514.948.6271
www.axislighting.com

Product design and development is an ongoing process at Axis Lighting.  We reserve the right to change specifications.  Contact Axis for the latest product information. © 2011 Axis Lighting Inc. 2 / 3Page:

FILE NAME:PRW+W.LED-B2.SPEC January 2, 2014

APPROVALS

Certified to UL and CUL standards 
Meets ADA requirements.

WEIGHT

SPECIFICATIONS

 

OTHER MOUNTING OPTIONS

PRIME is also available in pendant and surface mounted options. 

Specification sheets for all mounting options are available for 
download at www.axislighting.com

SYSTEMS (S#)

Runs of PRIME that are greater than 12ft in length are 
designated as systems (S#). This means that the run is comprised 
of a combination of sections to be assembled on site using our 
joining system. For more information on systems and joining, 
please refer to the PRIME installation sheets available for 
download at www.axislighting.com

Installation sheets for all mounting options are available at:
www.axislighting.com 

MOUNTING OPTIONS

 

CONSTRUCTION  
 
Housing  Extruded aluminium (0.070" nominal)
   up tp 70% recycled content
End Cap  Die cast zinc (0.080" nominal)
Joiners  Die cast zinc (0.070" nominal)
Interior Brackets Die formed Sheet Steel (20 gauge)
Reflectors Die formed Sheet Steel (18 gauge)
Lens joiners Die cast zinc (0.070" nominal)
Satin lens PMMA satin finish (0.060" nominal) 68% trans.

 
ELECTRICAL
LED Use of OptimaLED technology based on mid-flux 

LED
Input Voltage 120V, 277V, UNV.
Driver  Dimming, HiLume, EcoSystem, DALI, 
CRI  Minimum 80 color rendering index
CCT  Choice of 3000k, 3500k and 4000k color 

temperature with a great color consistency (within 
3.5–step MacAdam ellipse).

LED life  Minimum 50,000h with 70% of lumen maintenance 
in 250C ambient temperature, in compliance with 
IES LM-80 testing measurements.

Thermal management 
 Aluminium housing acting as the heat spreader to 

maximize life.
Emergency Emergency battery pack or emergency circuit 

optional.

SIDE DETAIL

MOUNTING POINT

311/16"
Meets ADA 
requirements

FINISH

Aluminium paint, Powder Coated and custom finishes are also 
available.

LIGHT DISTRIBUTION

direct/indirect

4 ft  8 lbs / 3.9 kg
8 ft  16 lbs / 7.7 Kg
12 ft  25 lbs / 11.6 Kg

OPTICS

SATIN LENS
PMMA satin finish (0.060" nominal) 68% 
trans.

S satin lens
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PRIME luminaires allow the use of integrated controls such as daylight sensors (DS),
occupancy sensors (OS), individual daylight sensors and occupancy sensors 
(DS+OS), and combination daylight/occupancy sensors (DOS). These options can
be seamlessly integrated into our luminaires. The control system could be used 
to optimize the lighting of the space by reducing energy consumption through 
daylight harvesting and occupancy, thereby improving the overall interior 
environment and allowing for LEED credits.

● Consult factory for other options.
● Refer to IC brochure for more information.

CONTROL
SENSORS

SENSORS BRAND Model TYPE CODE COMPATIBLE DRIVER

Daylight Sensor (DS)
Lutron EC-DIR-WH Daylight LD EcoSystem

Wattstopper FD-301 Daylight WD Dimming 0-10V
Philips Luxsense Daylight PL Dimming 0-10V

Occupancy Sensor (OS) Wattstopper
FS-205 PIR Occupancy WP1 Dimming or non-dimming
FS-355 (Consult Factory) PIR Occupancy WP2 Dimming or non-dimming

Daylight and Occupancy 
Sensors (OS+DS)

Wattstopper
Philips Please consult factory Dimming 0-10V

INTEGRATED CONTROL OPTIONS

Horizontal Angles 

Vertical Angle 0 45 90
45 4489 3569 3566
55 4326 3441 3522
65 4085 3370 3555
75 3747 3388 3641
85 3182 3591 3844

Horizontal Angles 
Zonal

Lumens
Vertical 
Angle 0 22.5 45.0 67.5 90

0 432 432 432 432 432
5 428 431 430 432 434 10
15 412 418 422 428 432 30
25 381 390 404 419 426 47
35 337 351 379 403 414 59
45 283 304 348 385 399 67
55 221 253 313 362 380 69
65 154 200 276 336 357 66
75 86 149 239 305 328 60
85 25 107 204 272 296 51
90 2 90 186 254 277 46
95 3 77 169 236 259 42
105 7 59 140 200 221 34
115 12 49 114 166 184 27
125 15 42 92 133 148 20
135 17 34 72 103 114 13
145 18 27 50 76 84 8
155 21 23 35 49 58 4
165 24 22 25 28 37 2
175 26 26 24 20 12 1
180 23 23 23 23 23

CANDELA DISTRIBUTION

LUMINANCE DATA (CD/M2)

COEFFICIENTS OF UTILIZATION (%)

Based on floor reflectance of 20

Ceiling 80 70 50

Wall 70 50 30 10 70 50 30 10 50 30 10

0 113 113 113 113 108 108 108 108 97 97 97
1 100 93 88 81 94 89 84 77 80 76 71
2 89 80 72 62 84 75 68 59 68 62 55
3 81 69 60 49 76 65 57 47 59 52 44
4 73 60 51 40 69 57 49 39 52 44 36
5 67 53 44 34 63 51 42 33 46 38 30
6 62 48 38 29 58 45 37 28 41 34 26
7 57 43 34 25 54 41 32 24 37 30 23
8 53 39 30 22 50 37 29 21 34 27 20
9 49 36 27 19 47 34 26 19 31 24 17
10 46 33 25 17 44 31 24 17 29 22 16

PHOTOMETRIC DATA

180° 120°

15°0°

90°

60°

90°

60°

90°
0°

0

200

400

600

600 lm/ft

PHOTOMETRIC CURVE

Lumaire Lumens: 600 lm/ft
Input Watts: 6.4 w/ft
Efficacy: 94 lm/w
IES FILE: PRWLED-B2-600-35-4.IES All IES files are available for download at: www.axislighting.com
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Project:

Type:

Notes: 

PROJECT INFORMATION

DIMENSIONS -SECTION VIEWS

3 7/8” 

3” 

3 11/16” 

2 13/16” 

Driver, Battery Pack and Integrated Control Details  and Custom Description:

5LE
D 

BOARD & DRIVER

LUMINAIRE
WARRANTY

YEAR

Round Wedge

PRODUCT SPECIFICATIONS

ORDERING CODE

1 PRODUCT ID 2 VERSION 3 NOM.LUMENS/FT 4 COLOUR TEMP. 5 SHIELDING 6 LENGTH/FT 7 FINISH
PRLED round pendant led B2 B2 (factory preset) 500 500 lm/ft 35 3500 k S satin lens 2 2’ AP aluminum paint

PWLED wedge pendant led 600 600 lm/ft 30 3000 k(1) 4 4’ W white
800 800 lm/ft 40 4000 k(1) 6 6’ C custom

8 8’
12 12’
S# System Run

(1) 8 week lead time for 
3000k and 4000k

8 VOLTAGE 9 DRIVER 10 CIRCUITS 11 MOUNTING/SUSPENSION 12 BATTERY 13 OTHER
120 120V D dimming(2) 1 1 circuit CA# drywall+cable length (36” std.) B# battery pack 4’ sections F fuse
277 277V LT lutron 2 2 circuits CT9-# TB/TG 9/16+cable length (36” std.)

UNV universal RD redwood(3) +E# emergency section CT15-# TB/TG15/16+cable length (36” std.)
+NL# night light section CTS-# ST+cable length (36” std.)

+GTD# generator transfer device SA# drywall+stem length >48” (18” std.)
(2) Standard with LED
(3) Please consult factory

Please consult factory

14 IC CONTROLS 15 CUSTOM
DS# daylight sensor C custom
OS# occupancy sensor
See integrated controls guide for further details Please specify

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

PERFORMANCE PER LINEAR FOOT AT 3500K

NOMINAL LUMEN OUTPUT INPUT WATTS* EFFICACY

600 lm/ft 6.40w/ft 94 lm/w

Please consult factory for custom lumen output and wattage.
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Installation sheets for all 
mounting options are 
available at:
www.axislighting.com 

MOUNTING OPTIONS

 

Mounting options are also 
available for slope ceiling 
and seismic bracing.

 CT  TILE CEILING -  
 ON GRID

 CA  DRYWALL CEILING

 SA  STEM MOUNT IN   
 DRYWALL CEILING

APPROVALS

Certified to UL and CUL standards 

WEIGHT

SYSTEMS (S#)

SPECIFICATIONS

CONSTRUCTION 
 
Housing  Extruded aluminium (0.070" nominal)
   up tp 70% recycled content
End Cap  Die cast zinc (0.080" nominal)
Joiners  Die cast zinc (0.070" nominal)
Interior Brackets Die formed Sheet Steel (20 gauge)
Reflectors Die formed Sheet Steel (18 gauge)
Lens joiners Die cast zinc (0.070" nominal)
Satin lens PMMA satin finish (0.060" nominal) 68% trans.

 
ELECTRICAL
LED Use of OptimaLED technology based on mid-flux 

LED
Input Voltage 120V, 277V, UNV.
Driver  Dimming, HiLume, EcoSystem, DALI, 
CRI  Minimum 80 color rendering index
CCT  Choice of 3000k, 3500k and 4000k color 

temperature with a great color consistency (within 
3.5–step MacAdam ellipse).

LED life  Minimum 50,000h with 70% of lumen maintenance 
in 250C ambient temperature, in compliance with 
IES LM-80 testing measurements.

Thermal management 
 Aluminium housing acting as the heat spreader to 

maximize life.
Emergency Emergency battery pack or emergency circuit 

optional.

OTHER MOUNTING OPTIONS

PRIME is also available in wall and surface mounted options. 

Specification sheets for all mounting options are available for 
download at www.axislighting.com

Runs of PRIME that are greater than 12ft in length are 
designated as systems (S#). This means that the run is comprised 
of a combination of sections to be assembled on site using our 
joining system. For more information on systems and joining, 
please refer to the PRIME installation sheets available for 
download at www.axislighting.com

FINISH

Aluminium paint, Powder Coated and custom finishes are also 
available.

LIGHT DISTRIBUTION

semi-direct

4 ft  8 lbs / 3.9 kg
8 ft  16 lbs / 7.7 Kg
12 ft  25 lbs / 11.6 Kg

OPTICS

SATIN LENS
PMMA satin finish (0.060" nominal) 68% 
trans.

S satin lens
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Ordering Codes
Follow the steps to specify your luminaire, 

example: 350 - 420 - wh - 2 - m - ecobk

Job Name: Contact:

Fixture Type:Ordering Code:

2 3 41

350 LED

Light Source

420
422 with glass shade

Shade 

bk
mc
wh

black
matte chrome
white

Finish

2
2a
3

3a
3V

9
9a
4

4a

>80 CRI, 2700k, 1000lm
>95 CRI, 2700k, 700lm
>80 CRI, 3000k, 1000lm
>95 CRI, 3000k, 700lm
>80 CRI, 3000k Vibrant, 1000lm
>80 CRI, 3500k, 1000lm
>95 CRI, 3500k, 700lm
>80 CRI, 4000k, 1000lm
>95 CRI, 4000k, 700lm

Color Temperature

NOTES:
*specify reflector degree for 420 only
specify glass color for 422 only

5

fl
m
s

bl
wh

flood, 60º
medium, 40º
spot, 20º

blue
white

Reflector / Glass*

Z15 LED Track Spot

Applications
The Bruck Z15 Spot is an LED spot fixture with Chroma technology providing energy efficient 
light using a cold remote phosphor module by XICATO® with an industry best SDCM of 1 x 
2 Macadam ellipses. It has a sleek cylindrical form factor with a 3” aperture for a par 20 form 
factor.  It accepts lens accessories, barn doors, snoot accessory or frosted opal glass shade. 
The housing is machined aluminum and seconds as its heat sink and with integral dimming 
driver. It is offered in matte chrome, white and black. The Z15 is offered in 4 color temperatures 
as well as high CRI with 20°, 40° or 60° reflector options. Specify the appropriate adapter for 
any of Bruck’s line voltage track systems as well as Halo® retrofit. Z15 Spot carries a 5 year 
NO COLOR SHIFT AND FIXTURE WARRANTY. Canopy mount is also offered.

Housing
Machined aluminum housing with white, matte chrome or black finish. Optional 
cast glass shade. 

Mounting
Global Trac Systems, GEO track and ECO track, Halo® Power Trac track, and 
Zonyx track.
 
Reflector
Reflectors are provided with computer designed, lamp specific, post Alzak 
anodized reflectors of pure aluminum (99.98%). Available in Specular aluminum 
(SA) to provide glare and iridescence free performance.
 
Light Optics / Accessories
Optical attachments allow for tool-less access to LED components and reflector. 
Ease of maintenance with field interchangeable optics when performance 
variations and lighting requirements of the space change. Optional dust 
protective lens provided on snoot aperture.
 
Electrical / LED Driver
120Vac input, 50/60Hz, 15W, 16VA. Electronic 120V driver. Trailing Edge (ELV) 
dimming. *Consult factory for other voltage options.

Listings
ETLus Listed to UL1574 (track suitable for dry locations only)
cETL Listed to CSA C22.2 #9.0
Made in the USA - meets the requirements of the Buy American provision within 
the ARRA.

lumens

700 lm
1000 lm

+82 CRI

15W

+97 CRI

15W
LED:

SDCM:
CCT:
CRI:

LIFE:

Patented Cold Remote Phosphor, XICATO® 
1 x 2 MacAdam Elipse, +/- 50 Kelvin
2700k, 3000k, 3500k, or 4000k
>80 - typically 82, >95 - typically 97
85% at 50k hrs based on LM-80 testing
5 year “no color shift” warranty

LED Performance

6

ecobk
ecosv
ecowh
geobk
geosv
geowh
zonmc

ECO/Halo black
ECO/Halo matte silver
ECO/Halo white
GEO black
GEO matte silver
GEO white
Zonyx matte chrome

Mounting Option

eco geo

3 
5/

8"

3 1/8"

5 
1/

8"

3 
5/

8"

5"

7-
7/

8"

4 1/2"

2 
1/

8"

2 
3/

4"

4 1/2"

1 
1/

2"2 
3/

8"
 - 

24
 3

/8
"

1 
3/

8"

zon

v.3.5.14 www.brucklighting.comIn a continuing effort to offer the best product possible we reserve the right to change, without 
notice, specifications or materials that in our opinion will not alter the function of the product.Bruck Lighting By Ledra Brands Inc. 15774 Gateway Circle

Tustin, CA 92780
p:714.259.9959
f:714.259.9969

made in the USA
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Job Name: Contact:

Fixture Type:Ordering Code:

420 no shade 422 - bl blue glass shade 422 - wh white glass shade

900300bk
900300mc
900300wh

black
matte chrome
white

Accessory Code

900310 black

Accessory Code*

900305bk black

Accessory Code**

900321
900322
900320

diffuser lens
frosted lens
linear lens

Accessory Code*

Snoot Louver Barn Doors Lens Options

900322900321

900320

v.3.5.14 www.brucklighting.comIn a continuing effort to offer the best product possible we reserve the right to change, without 
notice, specifications or materials that in our opinion will not alter the function of the product.Bruck Lighting By Ledra Brands Inc. 15774 Gateway Circle

Tustin, CA 92780
p:714.259.9959
f:714.259.9969

NOTES:
*Accessories available for 420 Snoot aperture only.
**Requires 900300 Snoot Accessory.
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MOUNTING OPTIONS

LX2030-XXXX-5AE

Canopy for permanent mounting 
on standard 4” octagonal 
junction boxes. (2-1/8” deep)

Other Options (Consult Factory):

• Custom stems, specify length (4”– 48”)
• Custom color, RAL palette
• Security/Worklight Fixture, 

add suffix —EF00E (track)
Available for this mounting option only.

These LED Cylinder units offer high functionality 

in LSI’s smallest, sleekest package.

• Designed for the Xicato™ XSM LED module up to 11 Watts

• Exceeds ANSI specifications by maintaining industry’s best color 
consistency over the 50,000 hour rated life of the LED module

• Full 5-year warranty

• Tested to LM79 and LM80 Protocols

• 50,000 hour life to 70% lumen output, L70 at 95°F max ambient

• Discreetly hidden electronic driver (non-dimmable)

• 15° or 40° Polycarbonate reflector included 

• Choice of color temperature

• Choice of Color Rendering Index (CRI) of either 97 (high) 
or 80+ (standard)

• Removable accessory cartridge and cross baffle for any double
combination of size-AAA LSI filters and accessories

• No UV or IR emissions; no mercury or lead

• Sturdy die-cast aluminum housing

• Locking stem for horizontal and vertical focusing

• On/off safety switch (on -00E Track and Busway fitting)

• Finishes: LSI Black, White, and Silver 

• Fixture weight: 1.63 lbs.

LX2030-XXXX-00E

Lexan Fitting for 1 and 2 
circuit LSI Track. With 
On/Off switch.

3 3/8”

3 9/16”

04/14   www.LightingServicesInc.com

LUMELEX® 2030 SERIES 120V • LED

Lighting Services Inc

Please review the ORDERING INFORMATION section on
the next page on how to specify the following:
• Lumens/CRI/Wattage
• Color Temperature
• Optic - mm/beam spread
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2030

ACCESSORIES

Other accessories:

• LX-S15-REF (54mm/15°)

• LX-S40-REF (54mm/40°)

• Glass Color Filters AAA

• Louver Hex AAA

• Spread Lenses 
AAA990, AAA992,
AAA995, AAA996

• Beam Softener 
AAA998

• Light Blocking 
Screens AAA801S,
AAA802S, AAA803S

• Color and Spread 
Gels AAA

• Backer Ring AAAB

2 5/8” 
67mm

5”
127mm

2 5/8”
67mm

ORDERING INFORMATION

1. Choose the letter code to designate the desired 

LED Module/CRI/Wattage
(A) for 400/97/11 (B) for 400/80/8

2. Choose the numeric code to designate the desired 
Color Temperature  
(2) for 2700K (3) for 3000K 
For other CCT, consult factory 

3. Use the following alpha-numeric code to designate 
the Optic
(S1) for 54mm/15°  
(S4) for 54mm/40°  

4. Select your Mounting Option

5. Choose a Finish for your fixture:
Black (B) White (W) Silver (S)

Example: LX2030 - A 3 S4 -  00E B
FIXTURE             LUMENS   CCT    REFLECTOR     FITTING            FINISH

6. Don’t forget your Accessories!

www.LightingServicesInc.com  • Solid State   04/14

Lighting Services Inc

LX2031FR Wall Wash
Cylinder Housing which
includes slash front, accessory 
cartridge, spread gel (75° x 45°)
and kicker reflector

LUMELEX® 2030 LED FIXTURE DATA

Color Temp Center Point Tolerance

2700K 2700K +/- 40K

3000K 2950K +/- 50K

3500K 3420K +/- 60K

4000K 4000K +/- 70K

Color Temperature & Center Point Tolerance
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Photometric Data based on Lumen Package “A” 400 Lumens/97 CRI/11 wattage


LUMELEX® 2030 SERIES • PHOTOMETRIC DATA


Lumen Package “A”


S1-54mm DIA Optic


Beam Spread (minimum) 15°


Center Beam Candlepower 737 


CRI 97 


Lumen Package “B”


S1-54mm DIA Optic


Beam Spread (minimum) 15°


Center Beam Candlepower 737 


CRI 80 


Lumen Package “A”


S4-54mm DIA Optic


Beam Spread (minimum) 40°


Center Beam Candlepower 660 


CRI 97 


Lumen Package “B”


S4-54mm DIA Optic


Beam Spread (minimum) 40°


Center Beam Candlepower 660 


CRI 80 
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LUMELEX® 2030 SERIES • PERFORMANCE


The performance characteristics of the
LumeLEX2000 family of products can be 
customized based on the LED module and 
the optic (reflector) selected. 


Each available LED module is defined by 
four characteristics – the color rendering
index (CRI), the correlated color tempera-
ture (CCT), the power that it uses (watts),
and its “available lumens.” Note that 
available lumens is a theoretical value that
represents the light output of the module
on its own – no fixture or optic attached.


In the LSI part number, the LED module is
specified with a letter and a number that 
immediately follow the product series 
number. For example, in the part number
LX2030-A3S4-00W, the “A3” represents an
LED module with an output of 400 lumens,
a CRI of 97, a power usage of 11 watts and
a color temperature of 3000K.


The available optics (reflectors) are charac-
terized by size, beam angle, and in some
cases the characteristics of the field angle
(narrow or wide). The optic is specified by
the two characters that follow the LED 
designation in the part number. For 
example, the “S4” in LX2030-A3S4-00W is
a 54mm diameter optic that has a 
40-Degree beam.  


Additional parameters, such as Center
Beam Candle Power (CBCP), Delivered
Lumens, and Efficiency (Lumens per Watt)
are all shown in a table that is organized 
by LED module and optic combination.


LED Module


Lumens/CRI/Wattage 400/97/11 400/80/8


Letter Code A B


Nominal Fixture Power  
(+/- 20%), Watts 11 8


Maximum Inrush Current  
Amps 


10 10


Minimum Power Factor 0.90 0.90


Inrush current is instantaneous current drawn by the LED only when fixture is
initially powered on or instantaneously changed from full dim to full bright. 
For more details see Dimming Application Sheet, IS-0119.


Absolute range of values are +/- 10% of typical
value, and are for all color temperatures


LED Module Optic (Reflector)


Lumens/CRI/Wattage S1 S4


A 400/97/11 10 22


B 400/80/8 13 30


Efficiency = Lumens Per Watt


LED Module Optic (Reflector)


Lumens/CRI/Wattage S1 S4


A 400/97/11 105 240


B 400/80/8 105 240


Delivered Lumens


LED Module Optic (Reflector)


Lumens/CRI/Wattage S1 S4


A 400/97/11 737 660


B 400/80/8 737 660


CBCP = Center Beam Candle Power
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LUMELEX® 2030 SERIES • OPTICS


LX-S15-REF
(54mm/15°)
Computer designed 
polycarbonate specular
optic. Tool-less, twist and
lock installation.


1 11/16”
(42mm)


 1 15/16”
(50mm)


LX-S40-REF
(54mm/40°)
Computer designed 
polycarbonate specular
optic. Tool-less, twist and
lock installation.


1 11/16”
(42mm)


 2 1/8”
(54mm)
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LUMELEX 2030 • ACCESSORIES


BACKER RING AAA
Stainless steel ring to hold thin
film gels when no other size AAA
accessories are being used. 


LOUVER HEX AAA
1/8” thick Hexcell black metal
louver used for thin profile. 


SPREAD LENSES AND
BEAM SOFTENER 


% of Light 
No. Description Transmission


990 Spread Lens/Clear 83 (5°X 50°)
992 Spread Lens/Clear 85 (5°X 30°)
995 Spread Lens/Clear 83 (50°X 50°)
996 Spread Lens/Clear  86 (45°X 50°)
998 Beam Softener/Clear 80 (45°X 45°)


Stainless steel mesh screens used alone or in
combinations will block from approximately
20% to 90% of the transmitted light without
changing color temperature of the light. 


No. % of Light Blocked
AAA801S 20
AAA802S 30
AAA803S 40


1. Figures vary based upon LED module/optic being used and relationship
of screen(s) to LED module/optic and to each other.


1LIGHT BLOCKING SCREENS AAA


LX2031FR Wall Wash
Cylinder Housing
which includes slash front,
accessory cartridge, spread gel
(75° x 45°) and kicker reflector
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LUMELEX® 2030 SERIES • GELS


GEL-L1-AAA 1° Spread Gel
GEL-L5-AAA 5° Spread Gel
GEL-L10-AAA 10° Spread Gel
GEL-L20-AAA 20° Spread Gel
GEL-L30-AAA 30° Spread Gel
GEL-L40-AAA 40° Spread Gel
GEL-L60-AAA 60° Spread Gel
GEL-L80-AAA 80° Spread Gel
GEL-L30B5-AAA 30° by 5° Spread Gel
GEL-L40B2-AAA 40° by 0.2° Spread Gel
GEL-L60B1-AAA 60° by 1° Spread Gel
GEL-L60B10-AAA 60° by 10° Spread Gel
GEL-L75B45-AAA 75° by 45° Spread Gel
GEL-L90B60-AAA 90° by 60° Spread Gel
GEL-R101-AAA Beam Softener


GEL-R7-AAA Pale Yellow
GEL-R12-AAA Straw
GEL-R13-AAA Straw Tint
GEL-R14-AAA Medium Straw
GEL-R21-AAA Golden Amber
GEL-R25-AAA Orange Red
GEL-R26-AAA Light Red
GEL-R27-AAA Medium Red
GEL-R57-AAA Lavender
GEL-R71-AAA Sea Blue
GEL-R72-AAA Azure Blue
GEL-R91-AAA Primary Green
GEL-R97-AAA Light Grey
GEL-R98-AAA Medium Grey
GEL-R101-AAA Light Frost
GEL-R104-AAA Tough Silk
GEL-R119-AAA Lt. Hamburg Frost
GEL-R121-AAA Blue Diffusion
GEL-R305-AAA Rose Gold
GEL-R312-AAA Canary


GEL-R320-AAA Half Blue
GEL-R331-AAA Shell Pink
GEL-R383-AAA Sapphire Blue
GEL-R397-AAA Pale Grey
GEL-R2001-AAA Storaro Red
GEL-R2004-AAA Storaro Green
GEL-R2009-AAA Storaro Violet
GEL-R3202-AAA Full Blue
GEL-R3206-AAA Third Blue
GEL-R3216-AAA Eighth Blue (Boosts 3200K to 3300K)


GEL-R3318-AAA Tough 1/8 Minusgreen
GEL-R3410-AAA Roscosun (1/8 CTO) (Reduces 5500K to 4900K)


GEL-R3441-AAA Full Straw (CTS)
GEL-R3443-AAA Quarter Straw (CTS)
GEL-R4330-AAA CalColor 30 Cyan
GEL-R4415-AAA CalColor 15 Green
GEL-R4490-AAA CalColor 90 Green
GEL-R4860-AAA CalColor 60 Pink
GEL-R4890-AAA CalColor 90 Pink
GEL-R4930-AAA CalColor 30 Lavender


Size: LXS             


(54 mm diameter) Spread Gel


LumeLEX® SPREAD GELS  (FOR LumeLEX® 2030 ONLY)


LumeLEX® COLOR GELS  (FOR LumeLEX 2030 ONLY)


Size: LXS            
(54 mm diameter) Gel Color


As the foremost innovator in accent lighting, 
LSI offers a complete range of pre-cut Gels 
to modify the color and distribution of light 
for the LumeLEX 2000 LED Series.


Size: LXS            
(54 mm diameter) Gel Color







COLOR MEDIA


As the foremost innovator in accent lighting, LSI offers a complete range of 
permanent fade-free glass color filters, which are available in nine stock diameters.
All glass color filters are rimmed in a seamless aluminum ring and are slotted 
for heat expansion. In addition, LSI has available a Color Filter Sample Kit, Light
Blocking Screens, OPTIVEX™ Glass UV Filters and Special Lenses. All are
described in detail below.


Size Diameter LSI Fixture Series


AAA 2 3/8” LumeLEX® 2030,
SSLGR16


AA 3” LumeLEX® 2024 
(with LX2024-Holder or 
LX2024-Barndoor),
LumeLEX® 2026,
LumeLEX® 2044


A 3 1/2” LumeLEX® 2060,  
SSL230


C 4 3/4” SSL238, SSLGR38


Special Glass Color Filters


LSI will fabricate, on special order, glass
color filters in most sizes and shapes.


FS4 — Color Filter Samples


To facilitate selection of glass color filters,
LSI supplies a complete set of 1 3/4” X 1 3/4”
labeled glass and dichroic samples in a
handy carrying case.


  Multicolor® Filters


Unique LSI four color glass filters create
rich exciting blended color effects on all
objects with brilliant four color fringed 
shadows on background. 
No. Glass Colors Used


760 910/930/944/921
761 910/930/921/944
762 944/921/910/930
763 944/930/910/921
764 921/944/910/930


Duocolor® Filters


LSI two color glass filters blend to form 
one unique color that previously could only
be achieved by using two separate color 
filters in the same fixture. Two color fringed 
shadows produced on background. 
No. Glass Colors Used


770 910/944
771 910/921
772 910/930
773 944/933
774 921/930
775 930/933
776 910/948


Notes:


1. Values given are approximate due to slight variations 
in glass color and thickness.


1% of Light 
No. Color Transmission


902 Medium Pink 36
903 Deep Pink  37
904 Flesh Pink 73
906 Pale Lavender 14
907 Surprise Pink 19
908 Lilac 21
910 Warm Red 10
911 Strawberry 6
912 Ruby 4
913 Magenta 1
914 Light Amethyst 25
915 Medium Amethyst 16
916 Deep Amethyst 4
917 Olive 18
918 Light Green 68
920 Medium Green 25
921 Deep Green 7
922 Silver green 65
923 Yellow Green 49
924 Emerald Green 12
925 Light Turquoise 68
926 Medium Turquoise 40
927 Deep Turquoise 17
928 Light Blue 34
930 Medium Blue 3
932 Daylight 59
933 Gene Moore Blue 18
936 Grey 56
937 Light Blue Green 17
939 Light Amber 68
940 Medium Amber 48
941 Deep Amber 43
942 Straw 78
943 Gold 87
944 Canary Yellow 84
945 Lemon 81
946 Pumpkin 32
947 Tangerine 20
948 Orange 23
949 Pink Gold 54
950 Bronze 48
951 Brass 11
952 Autumn Tan 11
953 Leaf Brown 19
954 Butter Pecan 3
955 Toasted Almond 1
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DICHROIC COLOR FILTERS


In addition to our complete line of glass color filters, LSI now offers dichroic glass
color filters that achieve purer, more saturated, richer color by selective wavelength
transmission. Since these filters reflect rather than absorb the unwanted color
wavelengths, a higher intensity of colored light can be obtained with fewer or
lower wattage fixtures. In addition, this selective transmission allows for very
accurate color matching from filter to filter.


All standard LSI filter sizes are available in a wide palette of well chosen dichroic
colors that can be used with all LSI fixtures that accept accessories.


LSI dichroic glass color filters have the added benefit of being rimmed for extra
durability to allow for frequent usage without fear of breakage or edge chipping.


Size Diameter LSI Fixture Series


AAA 2 3/8” LumeLEX® 2030,
SSLGR16


AA 3” LumeLEX® 2024 
(with LX2024-Holder or 
LX2024-Barndoor),
LumeLEX® 2026,
LumeLEX® 2044


A 3 1/2” LumeLEX® 2060,  
SSL230


C 4 3/4” SSL238, SSLGR38


Special Glass Color Filters


LSI will fabricate, on special order, dichroic
glass color filters in most sizes and shapes
not exceeding a 13” diameter circle overall.


FS4 — Color Filter Samples


To facilitate selection of glass color filters,
LSI supplies a complete set of 1 3/4” X 
1 3/4” labeled glass and dichroic samples
in a handy carrying case.


Technical Data


Dichroic color filters are created in a vacuum
chamber by multi-layer vapor deposits of
different minerals onto low expansion,
chemically resistant Borosilicate glass.


Deposits are made in alternating layers of
varying microscopic thickness which allow
very narrow color wavelengths to be selec-
tively transmitted and all other wavelengths
to be reflected.


LSI does not recommend using dichroic
color filters with lamps or fixtures that
have beam spreads greater than 40°
because a secondary color aura is created
by the wide angular transmitted wave-
lengths that are different than the desired
color wavelength.


Since there is mainly transmission and
reflection of the color wavelengths by the
dichroic filter and very little absorption, the
dichroic filter can be used with many high
temperature lights that normally would not
accept color filters.


% of Light 
No. Color Transmission


2001 Light Pink 69
2002 Medium Pink 43
2003 Hot Pink  11
2004 Pale Pink 55
2010 Deep Magenta 29
2011 Lavender 24
2012 Vivid Magenta 31
2013 Lavender Accent 48
2014 Lilac 37
2015 Purple Fusion 12
2020 Sky Blue 39
2021 Sea Blue 39
2022 Cyan 33
2023 Light Blue Green 30
2024 Primary Blue 24
2025 Medium Red Blue 15
2026 Deep Purple 16
2027 Peacock Blue 53
2028 Mediterranean Blue 20
2029 Boost Blue 51
2040 Light Yellow Green 64
2041 Fern Green 47
2042 Turquoise 35
2043 Primary Green 31
2044 Industrial Green 64
2050 Yellow 80
2051 Amber 71
2052 Amber Blush 38
2053 Bastard Amber 71
2054 Goldenrod 63
2055 Bright Straw 56
2060 Medium Orange 51
2061 Orange 44
2070 Flame Red 27
2071 Primary Red 25
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